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Technology data of Nylon film (BOPA film)

Biaxially Oriented Nylon Film
Units TPA 15 TPA2S  |Standard / Test ethod
Thickness pm 15+3% 2513%- [DIN53370
Yield mékg 86+3% 34813% [Calculated
Melting Point C 2042 22042 |DSC Machine
Dimensional Stability % (MD/TD) <25/<15 | <25/<15 [160°C5 min (ABI)
Tensile Strength MPz >220 >220 JASTM D882
Modulus of Elasticity MPa <1315 <1315 [ASTM D882
Elongation at Break %(MDITD)  [120/100+30 | 120/100+30 [ASTM D 882
COF (film to film) (static / dynamic) | <08/<08 | <08/<08 IASTMD 1894
COF (film to metai) (static/ dynamic) | <04/<04 | <04/<04 [ASTMD 18%4
Corona Treatment mi / m Min 62 Min82 |ASTMD 2578
Haze % <3 <3 |ASTMD 1003
Gloss % >80 >80 [ASTMD 2457
Oxygen Transmission Rate {OTR) om? [ m? { 24hrs <Y <0 [23°C, 50% RH,
ASTM D 3985
Water Vapor Transimission Rate (WWTR) | a/m*/ 24hrs <180 <126  [38°C, 0% RH

TPAfilm: complies with FDA reguiation 21 CFR, Fart 177, Subjpart B, Paragraph 177.1500,
is approved for meat, chieese, seainod and liguid packing by the Canadian Food Inspection Agency,
complies with European Directive 2002/72/£C relating to matenals in direct contact with food.
Recommendation and data given are based on experience to date. No fiability can be assumed in connection with their usage
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BOPA FILM
(Test report)

Typical physical properties of products:

|
ITEM TEST METHOD UNIT _J TYPICAL VALUE

Thickness GB6672 um 15
Density GB10G33 g/cm? 1.15
Tengile atrength  (MD/TD) GB13022 MPa 240/255

GB12026
Shrinkage rate (MD/TD) % 1.5/1.0

| (160°CX5nin)

Surface Tension GB/T14216 nN/m 54
Haze ' GB2410 % 3.0
Oz ygen |

GB1038 em®/m?+ latm 30

(24hr) ’
| | |
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